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Wind Tunnel Branch Technical Note 9

REDUGCTION OF FORCES AND MOMENTS TAKEN ON INTERNAL BALANCES
AND THE EFFECT OF AXES ORIENTATION

The main purpose of this set of notes is to present a uniformity in defi- f*»
nitions concerning the relationships between forces and between moments for -
various reference systems and to clarify the effect of rotation of the model
on the balance, rotation of the sting, etc. :

The notes will consider three primary and related topics; (a) a convention
of definitions, directions, and angles, (b) a consideration of model body axes,
wind axes, and stability axes, and (¢) some equations considering movement of
the model with respect to the balance, or movements of model and balance with
respect to the tunnel. '

A. Basic Definition of Systems

1. Body Axes - This system, for an internal balance which is directly
connected to the model with no type of oifset, takes its values as read from
the balance instruments.*

2. Wind Axes - For a model-balance set up as above, the only difference
between body axes and wind axes is that all body axes forces and moments are
rotated back to a coordinate system which corresponds to the body axes at
angles of attack and yaw equal to zero.

3. Stability Axes - These are orthogonal axes (as are the others), having
at zero yaw the same directions and signs as the wind axass, but differing from
the latter in that they rotate with the airplane in yaw (but not in pitch)
while the wind axes remain fixed to the relative wind.

Before setting up the coordinate systems that define these three sets it
would be well to examine a model in general terms so that a sense of orien-
tation may be established. The wing reference plane is that which passes
through the wing tips and is parallel to the fuselage axis. The wind reference
plane is that which passes through the relative wind vector and intersescts the
wing reference plane along a line which is perpendicular to the fuselage axise
The plane of symmetry is that which passes throuzh the fuselage axis and is S
perpendicular to both the wing and wind reference planes. Angles may be de-
fined in these planes. T T Tl - TN

Q~ angle of attack is the angle in the plane of symmetry betweeh;thé
wing reference plane and the wind reference plane. S

Y~ angle of yaw is the angle between theiréiatife wind vector, V&
and the projection of the model reference axis in the relative wind'glaq_

*The only variation being jntroduced is that of transferring moments froﬁiéﬁo
bglance reference center to the assumed location of center of gravity. '
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(# “~ the angle of roll. In wind tunnel tests, the roll angle, qb. with
respect to the relative wind, is considered to be zero in all steady state
tests. Only in wind tunnel tests with roll oscillations, the instantaneous
values of the roll angle deviate from zero while the mean roll angle is still
considered to be zero. Of greater interest to the present development, the
angle of roll, qb. with respect to the support systems in wind tunnels, may be
different from zero even in steady state tests,

Consider the following sketch wherein positive directions of forces, mo- g
ments and angular displacements are indicated:

+ YW FORGE }‘/

FLANE OF SYAMETRY
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+ ROLLING
MCMENT

VIEW TOWARD RELATIVE WIND .
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: The following table lists the conventions for designation of forces, mo-
e ments, and coefficients adopted by the Wind Tunnel Branche. In final reports

j the subscripts s, w, and B may be dropped once the basic system being used is
described. It should be mentioned that no standard convention has been adopted
by the aeronautical world, therefore in practically every case the contractor
should be informed of these designations. '

CONVENTIONS FOR FORCES, MOMENTS, AND COEFFICIENTS

Body Axes  Wind Axes Stability Axes
Forges Coefficients Forces Coefficients Forces Goérficientsw
X "

T ~ Tangential [Cp = T/qA D ~ Drag Cp = D/aa Dy ~ Drag Cp, * Ds/qA
S ~ Side Cs = S/aA Y ~ Yaw Cy = Y/aA S ~ side | Cg = S/qA
N ~ Normal Cy = N/aa L ~ Lift Cp = L/qA L ~ Lift | Cp =L/qA

lMoments Coefficients Moments Coefficients Moments Coefficients
Iy _ Rolling [C_fn = Mp./qahb | M4 ~ Rolling [Cg = Mh /4Ab | M4 ~Rolling |Cf = M /aAb
ﬁbE B ﬂh 4% i& 4% 8 45
‘a g~ PitchingCpy = Map/aAc MOVN Pitohing|Cp, = My,/aAc Mo ~Pitching|Cp, = Hg,/aAs

Msg ~ Yawing (Cnp = Myp/aAb Wy, ~ Yawing |Cp, /b M% ~Yawing |Cpy = Fyg/asb

In the above Table "c¢" is the mean aercdynamic chord length and °"b" is the
span length. In some cases D, the maximum diameter may be used.

B. Transfer Equations

This set of notes will present for 3 and 6 ccmponehts the following trahs-
formations: ’

l. body axes to wind axes
2« body axes to stability axes
3. wind axes to stability axes
Lo+ stability axes to wind axes
5. stability axes to body axes
6. wind axes to body axes.

Consider the following figure wherein x, y, 2z define wind exes, x’.'y?;z
define body axes, and x"» ¥, 2" define stability axes and capitals deaignate
vectors along these axes. As previously defined \p refers to a positive yauihg
angle and is measured in the xy plane; Q refers to a positive pitching angle

) and is measured in the x'z plane, Do
P - .
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If the model and balance are fixed to the sting, with no: relative motion B

between the model and the balance, and the sting is capable of movements in

yaw and pitch, the model body axss coincide with the balance axes and there-. ' . .i:.
fore all forces and moments indicuted by the balance are body forces and moments. "
If the model and balance axes do not coincide additional transformations must .

be considered.

Case 1. Body Axes to Wind Axes

Each vector in the body axes system may be resolved into components
in the wind axes system. (bars indicate vectors).

' siny +y7 cosy,

x' cos (@ cos \l, +x' sinqg * x' cosQ sin\p

R I B
]

2' 8inQ cos\l, + 2V cosg + Z' sin( amq/

Equation 1

From Equation 1 and Figure 1, the following may be obteined:

l Equation 2

x = x' cosq cos\l/ -y sin\[/ - 2' s8inQ cos\l/

x!' cosQ sin\P + y! cos\l/ - 2' sinQ sin‘l’

]

y

z=x' 8ind + 2z2' cosQ

\

Consider that x' = « T x' = MQSB 3
y'=8 yt = MQB
Z' = N z. S - ;\1
Vs
_ } Equation 3
x =-D x = M¢
y =V y =M'V¥
z =1L Ay
Z = M
Y )
Upon substitution of Equation 3, Equation 2 becames:
D= T cosQ cos\p + S sin\}/ + N sinqQ cosw 3
- Y = T cosQ sin\P +Scost[,/ - N sinqQ sin\l( Body to Wind
L =T s8inQ + N cosQ
- Fauation 4

M(;bw = M¢B cos(y cos\ll - MaB' sin\P + M\I’B sinQ

Moy © MCIDB cos;a siny + Mqgp cosY + My g sinqQ

1-1\;,w = -quB sing + M\I/B cosQ
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Case 2. Body Axes to Stability Axes

In this case b &

x' cosqg - 2' sinqQ .l

yt = y! Equations
z* = x' ainQ + 2' cos
Defining x" = «Dg, M¢
8
y° = +S, Mas Equation 6
"=
V3 +L, .M\I’s
Then
D, = T cos@ + N sin Q \‘ Body to Stability
S =8
L =«Tsing + Ncos(Q
>~ Equation 7
M¢s = I"L¢B cosQ + I“WB sin Q
"2 = /‘
Fag = ¥ag
M\Ps = -M¢B sin Q <+ M\PB cos
Case 3., Wind Axes to Stabili Axes
x* =X cos\P +y sin\P
y* =y co:z\l,/ - X sin\p Equation 8
zZht = 2 :
With the previous definitions (Equations 3 and 6)
Dg =D coa\‘(, -y sinqj ~ #ind to Stability
)
S =ycos\ll +Dsin\l’
L =1L ‘
B, . y y : : r Equation 9
M¢a = Md)"’ cos\l/ + Maw sin \p

Mas

Mg, cos \" - M(’)" sin\ll
Mq’a = M\‘/w | ) J
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Case 4o Stability Axes to wgd: Axes

b4 cos\ll-y"ain\p , .
x" sin \,l/ + y* cos \P Equation 10

zl

x
y
Z

Again substituting Equations 3 and 6

D = Dg cosll, + S sinkp % Stability to Wind
Y = <D, sin{/ + S cos
L=1
7 Equation 11

M¢w = Md)s oos\{l -Hyg sin\‘J
Mg, = Mg siny + Mg, cos\/

M\pw = M\PS J

Case 5tability Axes to Body Axes

x' =x"cos@ + 2" sin Q

y' = y.

z' = 2" cos @ ~ X" sing
T = Dg cos@ =L sin Q 3\  Staebility to Body
S=39
N=1Lcos Q@ + Dg sin

Equation 13

MCIJB = M¢a cos @ - M\Pa sinQ r
MaB = Mas
M“’B = M‘Ps cos @ + Mcl)s sinOJ

Case 6, Wind Axes to Body Axes
x! =xcosl‘l cos@ +.y sin\l/ cos @ + z sin .
y'=ycosl -xsinQ Equation 14
z‘=zcosa-xcoa\}1 sin @ - y sin{ sin
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T=Dcos\4, cos (¥ —ysin\l/cosa-Lsina Wind to Body
S=Yocos d +DsinQ

N=1Lcos Q +Dcos\l/ sina-ysin\P sin Q

Equation 15
M‘#B = M¢" cos \,l/ cos @ + Mg, sin \}I cos @ - M\P" sin Q

MaB = Maw cos Q - 'ﬂd;w sin Q

Myjg = My, cos Q@ * M‘}”w cos |/ sin Q + Mg, sin Q sin V
[ |

\
C. Roll of Model and Balance With Respect to Sting Axis

In this case body axes forces and moments still correspond to balance axes
forces and moments and wind-off gravity terms must be entered into the reduction
as tare values, as usual, However, the attitude of the balance with regard to
angle of attack and yaw must be determined before converting the body axes data
to the wind or stability axes systems.

Taking the coordinate systems that appear in Figure 1 and assuming the
superscripts that agree with the axes on that figure, then free stream speed,
Vo , corresponds to <X with Y = 0 and 2 = 0.

when QBg and\psa are the setting of the balance at the balance roll
angle CPBa = 0°, then

x' = x cos \1'3& cos @ p, 3
y' R - X sin wBa L Eq_u&tion 16
z'=-xcos\i’3aﬂinaBa J
Consider that
x = Voo ’ x! = -Vy! ~]
ys-rgy:O Y""‘Vy' Equation 17

Introducing Equation 17 into Equation 16 results—in the following equatioms for. .-
the velocity components with reference to the balance axis. . "

V' = Vo cos\"B'acosasa \
Vy' = Vo sin Y Bq - Equation 18
V,' = Vo oosq.l By 8in @ g, f B
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Cdnsider the following sketches:

looking downstream along sideview with flow
the balance axis from right

AFTER RCTATION

= // _ W™ WING PLANE —
BEFORE ROTATION
. F\ VY [ VZ, A \83 X
. - =
\ ~
vy \ : VyrzVeo 05 ¥, €05 O
va"
‘\
\

The velocity components with reference to the rotated balance system are

¥hen:
Vzm = v, cos #) + Vy' sin Cﬁ) } Equation 19
Ty = vyt cos P - Vy! sin |
vzl"
corrected Q Qcorr = tan-! Voo cos 4, By ©05 O By
or
Q corr = tan~! (tan Qp, cos 4) 9+ ( %“E:“ sin 4) )

For zero yaw Qcorr = tan-l (tan a Bgy éOB ¢ ) - P

Vy
corrected \p \pcorr = sin-l o

\I’ corr = 8in~l (sin \I/Ba cos 4) - cosql B, 8in Q By eincl))v

Equation 21°

For zero yaw q’corr = - gin~! (sin Q p, 8in 43 )
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D. Roll of Model With Respect to Balance Axis

Assume that the model is rotated on the balance to some positive angle, .
and the bealance remains in its original attitude. In this case the model axes
do not coincide with the balance axes. The anglesof attack and yaw are the
same as the corrected values under Part C, however the forces and moments
jndicated by the balance must first be referred to the model axes before any
further transfer may be accomplished.

Consider the following sketch wherein x', y', and 2' refer to the balance
axes, and x'V, y!V, and z!V are the axes of the model rolled about the balance

axis x'.

Then xiv = x!? 1
y'v = y' cos 4) -~ 2z' 8in Equation 22
z'V = 2' cos ¢ + y! sin 4; I
x'v = =T model, M#)model ‘
y'v = S model, *MQpogel Equation 23
zZI¥ =

N model, ~Miimoael

Inserting Equations 23 and 3 into Equation 22,

T model = T balance v
S model = S bal cos 4) - N bal sin(f)
N model = N bal cos ¢+Sbalsin 4)

M¢md = M(f)bal
Mamod = MQpa) ©°8 4) + M\Pbal sin¢
Hfrmoa = Mijrpay ©08 $ - Mgy, sin )

\ Equation 24

Case E. Sting Prebent + Pitch and Roll of Sting

dey forces and moments coincide with balance values and are trans’-.
ferred to wind and stability axes according to equations reported once the
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corrected angles of attack and yaw are determined. This case may occur quite '
frequently with the new sting suspension system, in which the sting swings in

the pitching plane.

Consider the following sketch

TOFP  VIEW
U 4 '
ARFLOW

X %
A ol

VIEW LOOKING DOWNSTREAM

SIDE  VIEW

This is quite similar to Case 3 but with Ysetting = 0° The A of

prebend is unaffected by rotation. Vy' = 0,

Equation 20 beccmes:

a corr = tan-l (tan Q sting cos ¢ ) + A a prebent

Equation 25

\p corr = - sin~! (sin Q@ sting 8in ¢ )
Equation 26

Case F. Rotation of Model in Pitch o} Yaw With Respect to Balance

The model may be set off by ‘Ad or Alp or both with respect to -
the balance pitch or yaw axes. S$ince this is a very unusual case, it will
only be dealt with in general terms. 1If the model is offset at a negative

Kgle in @ and the sting pitche\‘.js only, then the angle of attack is @ sting
(0 model and balance axes forces and moment values should be transferred to

model axes before using any of the\\e\ciuations. If the sting is rolled to som
attitude , then corrected @ and \P is that as'in Case E. Care must be

exercised in transferring the moments from the balance reference center to th
assumed location of the model ¢ ez. in both the longitudinal end vertical -
measurements.
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G. Control Surface Conventions

The following figure is used to point out the accepted convention for .-
control surfaces. The sketch represents an elevator or aileron in sideview,
and a rudder in topview:

- -,
— o
e — -8
WIND AXIS .- @ i} i

}-s

+Cy

Figure 2. Sizn convention for control surfaces
Lg i8 the symbol for stabilizer incidence
Cy is the hinge moment coefficient
8 is the angular deflection of the control surface.

An important thing to notice is that moment diractions indicated are for
the moment actions of the air on the control surface.
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